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ACP-14-12357-2014 | ACP - ACP - Recent

Mounted To A Peltier Cooling Block. An Aluminum Stub
fitted To The Peltier Block Was Machined To Expose A
1mm Diam-eter Surface To The Chamber Environment
Such That The En-tire Surface Could Be Contained In
The ESEM field Of View At Low Magnification. An
Insulating Vinyl Mask Was Used To Ensure That Ice
Growth Was Limited To The Intended ... Jan 28th, 2024

Num Competitor Country Total Panel 1 Panel 2
Panel 3 Panel 4

59 MARTIN John IRL 767.00 372.60 0.00 394.40 0.00
60 SILVA Carlos VEN 778.60 382.20 0.00 396.40 0.00
61 JESKY Andrew USA 897.80 461.00 0.00 436.80 0.00
62 SCHADEN Bernhard SUI 831.60 410.40 0.00 421.2
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INSULATED ALUMINUM COMPOSITE PANEL - H&H
Metals

INSULATED ALUMINUM COMPOSITE PANEL For 1"
Glazing Systems General Description: Also Known As
Spandrel Panels, Or Infill Panels, Insulated Aluminum
Composite Panels Are Used To Infill Areas Of Glazing
Curtain Walls Or Storefronts That Take The Place Of 1"
Thick Glass Units, While Providing Feb 10th, 2024

SECTION 07 42 13 ALUMINUM COMPOSITE PANEL
SYSTEM

A. Alucobond ® By Alusuisse ... Composite Panel
Manufacturer's Standard Paint Color Chart. 1. Finish:
Fluoropolymer Resin Coating (AAMA 605.2) 2. Color: To
Be Selected By Architect. 2.03 - Panel System
Performance Requirements A. The Panel System Is To
Be Fabricated By A CNC Machine With Mar 28th, 2024

4MANN ALUMINUM COMPOSITE PANEL
TECHNICAL DATA ...

Gloss (initial Value) ASTM D 523 % =5 30 Acoustical
Properties Sound Transmission Loss Rw ASTM E 90 [db]
- 26 Thermal Properties Heat Transition Coefficient U
ASTM C1363 [W/m2K] - 5.53 Linear Thermal Expansion
ASTM D 696 [mm/M/°C ] - 2.3 (at 100 °C) Continuous
Use Temp. ASTM C1363 [°C] - -50...+80 Core
Properties Mar 10th, 2024



Aluminum Composite Panel Cleaning

TR-1213 Alcan Alucobond Tech Talk A14 ... Alpolic
Cleaning Instructions From Mitsubishi Plastics
Composites America* External Weblink Mirachem 500 /
Maritime / Cleaning Information & Instructions |
ALPOLIC® Materials* External Weblink 3A Composites
USA* External Weblink Alucobond USA Website *
External Weblink Jan 16th, 2024
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Mer 2010 Was 1.45 (0.30-3.25)ngm—3 (sum Of 25
PAHs), With 8 (1-17) % In The Particulate Phase,
Almost Exclusively Associated With Particles
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