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Numerical Three Phase Overcurrent & Earth-
fault Relay
High Frequency (1 MHz) Disturbance Test (IEC
60255-22-1), Differential Mode 1.0 KV Fast Transients
(IEC 60255-22-4, Class III And IEC 801-4, Level 4),
Power Supply Port4 KV, 2.5kHz, 50 Ω Fast Transients
(IEC 60255-22-4, Class III And IEC 801-4, Level 4),
Other Ports 2 KV, 2.5kHz, 50 Ω Electrostatic Discharge
(IEC 60255 Feb 13th, 2024

Phase Failure Relays RM4U (Single Phase), RM4T
(Three Phase)
DPDT RM4TR31 352.00 380–440V 50/60 Hz
Undervoltage 300–430 V Overvoltage 420–480 V 0.89
22.5 2 C/O DPDT RM4TR32 352.00 Table 23.179:
Control Relays: Phase Reversal And Presence Of
Phases + Imbalance (Three Phase) Time Delay On De-
Energization Rated Main Supply Voltage Control
Threshold Width, In. Width, Mm Output Relay Catalog



Number ... Jan 2th, 2024

SPAJ 140 C Overcurrent And Earth-fault Relay -
ABB
4 Connections (modified 2003-09) Fig. 2. Connection
Diagram For The Combined Overcurrent And Earth- Jan
14th, 2024

Combined Overcurrent And SPAJ 142 C Earth-
fault Relay
Technical Data Table 1: Energizing Inputs, Overcurrent
Unit Terminals 1-3, 4-6, 7-9 1-2, 4-5, 7-8 Rated Current
In 1 A 5 A Thermal Withstand Capability Continuously 4
A 20 A For 10 S 25 A 100 A For 1 S 100 A 500 A Dyn
Mar 16th, 2024

Three Phase And Ground Overcurrent Protection
With ...
9 MDP Overcurrent Protection The MDP Is A Digital Non-
directional Overcurrent Relay That Protects Against
Three Phase And Ground Faults. Time Overcurrent
Relays Are Used For The Protection Of Feeders,
Transmission Lines, Alternating Current Machines, And
For Many Other Applications Where Accurate
Measurement Of Current And Timing Are Necessary.
Mar 14th, 2024

Smart VFI Switchgear And SEL-501 Dual
Overcurrent Relays ...



• One SEL-501 Relay Per Three-phase Feeder
Overcurrent Protection, Automation And Control
Capabilities In An Integrated Package; Includes Battery
Backup Power, As Well As Built-in Metering Functions •
Event Analysis • Detailed Event Records Available •
Communications • Integrate The SEL-501 Relay Into
Serial Or Ethernet-based ... Jan 2th, 2024

Argus Overcurrent Protection Relays
This Manual Applies To The Argus Relays Listed In The
Following Table. The Table Uses Two References For
Most Relays, Each Of Which Is Valid: • An ‘Order Code’
Of The Form AGn-nnn, And • A ‘Type’ Of The Form
DCDnnnX Or GAFnnnX Where N Is A Digit And X Is A
Letter. Standard Models All Of The Types And Ordering
Codes Below Refer To • Epsilon Case, And • ST Fibre-
optic Connectors ... Feb 17th, 2024

Optimum Coordination Of Directional
Overcurrent Relays For ...
Optimum Coordination Of Directional Overcurrent
Relays For Combined Overhead/ Cable Distribution
System With Linear Programming Technique Sarang V.
Khond* And Gunwant A. Dhomane Abstract Heavy
Fault Currents Flow In The Event Of Fault At The Loads
Jan 27th, 2024

Three Phase GIMA® Series Three Phase Digital
Panel Meter



Three Phase Digital Panel Meter Installation And
Mounting Three Phase The GIMA® Series Of Digital
Panel Meters Measures Values By Replacing
Ammeters, Voltmeters, Switches, Power Factor & KW
Indicators, KWh Meters, Etc. The Simpson GIMA®
Series Provides A Single Source Of Instr Feb 27th, 2024

Simple, Latched Overcurrent Fault Detector Has
Fast ...
Abstract: The Circuit Introduced Here Is A Simple, Fast-
responding Overcurrent Detector Designed To Protect
Low-voltage Applications. Unlike Dedicated Hot-swap
Controllers That Impose A Long Start-up Delay Initiated
By Undervol Jan 14th, 2024

Hall Effect Linear Current Sensor With
Overcurrent Fault ...
Overcurrent ¯F¯A¯ U¯ ¯L¯T Trips And Latches At 100%
Of Full-scale Current ... Applications Include Circuit
Protection, Current Monitoring, And Motor And Inverter
Control. ... Are Electrically Isol Mar 10th, 2024

Three Phase Solid State Relays - Crydom
Of Loads Can Be Grouped Into Two Primary Categories:
Heating And Motion Control. Obviously This Is Not An
All-inclusive Grouping As There Are Other Applications
Outside Of The Scope Of These Two Categories Such
As Lighting And Power Distribution Systems. However,
A Majority Of Design Jan 28th, 2024



Automotive Relays PCB Single Relays
IEC 60068-2-30, Db, Variant 1 6 Cycles, Upper Air
Temperature 55°C Damp Heat Constant, IEC
60068-2-3, Method Ca 56 Days, Upper Air Temperature
55°C Degree Of Protection, IEC 61810 RT 0/II – Open
Version RT III – Immersion Cleanable Version Corrosive
Gas, IEC 60068-2-42 10 Days IEC 60068-2-43 10 Days
Jan 16th, 2024

Automotive Relays Plug-in Mini ISO Relays
IEC 60068-2-30, Db, Variant 1 6 Cycles, Upper Air
Temp. 55°C Damp Heat Constant, IEC 60068-2-3, Ca
56 Days Category Of Environmental Protection, IEC
61810 RT I – Dustproof Degree Of Protection, IEC
60529 IP54 Corrosive Gas IEC 60068-2-42
10±2cm3/m3 SO 2, 10 Days IEC 60068-2-43
1±0.3cm3/m3 H 2S, 10 Days Jan 10th, 2024

Flasher Relays General Relays - Tridon Australia
Catalogue. As Relays Are For General Purpose
Applications Selection And Replacement Should Be
Made By Referring To The Style, Pin Configuration,
Code Number, Voltage And Amps. This Extensive, Full
Colour Catalogue Includes Photographs Of Each Part
Number For Easy Identification, Together With The Feb
2th, 2024

Automotive Relays Plug-in Micro ISO Relays



IEC 60068-2-3 (78), Ca 56 Days Category Of
Environmental Protection, IEC 61810 RT I –
DustproofAll Figures Are Given For Coil Without Pre-
energization, At Ambient Temperature +23°C. Degree
Of Protection, IEC 60529 IP54 Corrosive Gas IEC
60068-2-42 10±2cm3/m3 SO 2, 10 Days IEC 60068
Feb 12th, 2024

FINDER Relays 40 Series - Miniature PCB/Plug-in
Relays 8 ...
40 Series - Miniature PCB/Plug-in Relays 8 - 10 - 16 A
Technical Data Insulation According To EN 61810-1 1
Pole 2 Pole Nominal Voltage Of Supply System V AC
230/400 230/400 Rated Insulation Voltage V AC 250
400 250 400 Polluti Feb 5th, 2024

Relays RJ Series RJ Series — General Purpose
Relays
0.1 1 12 100 10 1 250V AC 30V DC 1000 Load Current
(A) X 10,000 Operations 0.1 1 8 100 10 1 1000 250V
AC 30V DC RJ RJ1S RJ2S Maximum Switching Capacity
Dimensions Dimensions Are In Mm. DC Resistive AC
Resistive 1 10 100 1 0.1 10 250 12 Load Voltage (V)
Load Current (A) DC Resistive 8 AC Resistive 1 10 100
1 Feb 23th, 2024

Automotive Relays High Voltage Precharge
Relays
Acc. IEC 60664-1 (2007) For Overvoltage Category I,



Pollution Degree 2 Max. Altitude9) 5500m Other Data
Compliant Flammability Of Plastic Material Acc.
UL94-HB Ambient Temperature Range -40°C To +85°C
Climatic Cycling With Condensation EN ISO Jan 18th,
2024

General Purpose Relays Industrial Relays Potter
& Brum Eld ...
VAC VAC ±15% VA 6 6 5.1 10.5 1.2 12 12 10.2 43 1.2
2424 20.41.25 160 4848 40.81.2 668 120 120 102.0
3900 1.35 240 240 204.0 12000 1.5 All Gures Are
Given For Coil Without Preenergization, At Ambient
Temperature +23°C. Insulation Data In Jan 16th, 2024

20 Relays Contactors 10 Relays & Contactors
AC120V 120 VAC Coil Voltage AC240V 240 VAC Coil
Voltage DC12V 12 VDC Coil Voltage DC24V 24 VDC
Coil Voltage MODEL DESCRIPTION RH1B Relay, SPDT,
Blade (use SH1B-05 Socket) RH2B Relay, DPDT, Blade
(use SH2B-05 Socket) RH3B Relay, 3PDT, Blade (use
SH3B-05 Socket) RH4B Relay, 4PDT, Blade (use Feb
3th, 2024

General Purpose Relays Industrial Relays Potter
& Brumfield
24 24 18.0 472 1.25 48 48 36.0 1800 1.3 110 110 82.5
10000 1.25 4 Pole 5 5 3.75 14 1.8 6 6 4.5 20 1.8 12 12
9.0 80 1.8 24 24 18.0 320 1.8 48 48 36.0 1250 1.85
110 110 82.5 6720 1.8 All Figures Are Given For Coil



Without Preenergization, At Ambient Temperature
+23°C.AgCdO, 1, 2 And 3 Pole Coil Versions, AC Coil
Feb 9th, 2024

RR Series Relays RR Series — General Purpose
Power Relays
1,500V AC, 1 Minute Between Contact Circuits: 1,500V
AC, 1 Minute (1,000V AC Between NO-NC Contacts)
Blade (RR1BA, RR2BA, RR3B) Between Live And Dead
Parts: 2,000V AC, 1 Minute Between Contact Circuit
And Operating Coil: 2,000V AC, 1 Minute Between
Contact Circuits: 2,000V AC, 1 Minute Between
Contacts Of Same Polarity: 1,000V AC, 1 Minute Jan
3th, 2024

MARS Relays & Potential Relays
COPELAND MARS 040-0001-34 16099 040-0001-35
16090 040-0001-48 16093 040-0001-50 16085
040-0001-53 16095 040-0001-54 16089 040-0001-55
16023 040-0001-59 16090 040-0001-60 16091
040-0001-61 16086 040-0001-62 16035 Universal
Replacement Quick Reference Relay Selection Chart
For General Electric Relays 1. Determine The General
Electric Model Number ... Mar 28th, 2024

Automotive Relays High Voltage Precharge
Relays Mini K HV ...
Contact Arrangement 1 Form X (NO DM) Rated Voltage
400VDC Max. Switching Voltage 1) 450VDC Limiting



Switching Current 2) Normal Operation 20A On/0A Off:
Min. 10 5 Ops. Fault Break Operation 3) 20A On/20A
Off: Min. 10 Ops. 3)4) Initial Contact Voltage Drop At
10A Typ. 150m Feb 22th, 2024
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